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Prisma Ultre™ asoos-p11

Ultra-Light Weight Work Glove, Polyurethane Coated, Machine Knitted with an Integral Elasticated Wrist.

Gauge 18gg
Liner Nylon & Spandex
Liner Colours Blue & Black

Dipping Coverage  Palm Coated
Coating Polyurethane

Coating Colour Black & Grey

Features:

Thinnest light weight non disposable gloves; ideal for precision tasks.

Ultra-light weight construction offers excellent tacky grip in dry and light oil conditions.
Excellent abrasion and tear resistance properties.
Non-shred polymer coating and lint-free continuous filament yarn blend prevents contamination.

The seamless light weight liner provides exceptional comfort, dexterity, and reduces hand fatigue.

Applicable Industries Glove Type Hazard
» Aerospace + General Handling Gloves « Abrasion
« Automotive - Abrasion Resistant Gloves * Cut

+ Construction
* Manufacturing
* General Handling

e Outdoor work
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Certifications c E D:ﬂ

CAT Il

CE Category ii Certificate
EN 388:2016 EN 407:2004

EN SO 21420:2020+A1:2009 ﬂ= ﬁ
EN 388:2016 (4131A) P

4131A X1XXX
EN 407:2004 (X1XXXX)
Dimensions / Weight
XXS/6 5/7 M/8 L9 XL/10 XXL/11
A Total Glove Length (mm)
220 230 | 240 | 250 260 (270
(+10)
B Wrist Length (mm)
65 65 70 70 75 75
(£5)
C Wrist width (mm)
70 70 75 75 80 80
(5)
D Palm width (mm) 70 75 80 85 90 95
(5)

Over lock Color
Blue Red Green | White |Yellow |Black

Glove Weight/Pair (g)

18 20 22 24 26 28

(£6)

Gross Weight/Pack (g) 266 290 | 314 | 338 |362 |386

Net Weight/Pack (g) 216 240 | 264 | 288 312 336
Packaging
Description Each glove comes with a heat transfer Label Sticker and a Care label.

06 Pairs with a Sleeve Pack is packed in a Poly Bag with a User Instruction Sheet (UIS)

Pairs Per Pack 06 Pairs
Pack Dimensions 260mm x 160mm x 120mm
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